Polyacryl Iran Corporation

POLYESTER FIBER

Serialnumber6 /PES/P.I.C

Date : : July 2021
Technical Data Sheet:

Polyester staple ) Semi- dull & round) 5.4 Den (6 dtex)cut length 64 ,

Product T
roduct Type 76mm
Chemical poly Ethylene Terephthalate frome dimethyl Terephthalate (DMT) and
composition Ethylene Glycol (EG)
Polyester short staple fibers are mainly used in the spinning of 100%
Application y ! s p 5 :

polyester fibers or their blends with other fibers.

Properties Table :

: : ; Dye Crimps Cut
Titer Tenacity Elongation. affinity | per 10em Length
Den Gr/Den % BDI No mm
64+3.5
5.4+0.4 Min. 3.5 48+8 65+5 2816 754
Staple bale weight (kg) 250112 Kg
Staple bale dimensions 122*62*105(cm)

Note :

1-All values based on polyacryl lab. Test methods.

2-These values give a general indication and arc subject to change depending on the
modification of the process and the use of the material.
Adress:45Km, Isfahan-mobarakeh Road, Isfahan- Iran




Serialnumber3.30PES/P.1.C

Date : : July 2021
Technical Data Sheet:

Polyacryl Iran Corporation

POLYESTER FIBER

)

fotluct Typee 51,64,75mm

Polyester staple ) Semi- dull & round) 3 Den (3.3 dtex)cut length 38 ,

Chemical
composition

poly Ethylene Terephthalate frome dimethyl Terephthalate (DMT) and

Ethylene Glycol (EG)

Polyester short staple fibers are mainly used in the spinning of 100%

Application polyester fibers or their blends with other fibers.
% Properties Table :
Crimps Cut Length
Titer Tenacity Elongation. per 10cm
Den CN/Den % No mm
38+2.5
303 Min. 4.4 2716 3516 H1+3
64+3.5
754
Staple bale weight (kg) 300+18 Kg
Staple bale dimensions 122*62*105(cm)

Note :

1-All values based on polyacryl lab. Test methods.

2-These values give a general indication and arc subject to change depending on the
modification of the process and the use of the material.

Adress:45Km, Isfahan-mobarakeh Road, Isfahan- Iran
P T

Tel:+98- 3152287578
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Polyacryl Iran Corporation

POLYESTER FIBER

Date:: JULY 2021
Technical Data Sheet:

Product Type Polyester staple ) Semi- dull & round) 1.26 Den (1.4 dtex)cut length 38 ,
51,64 mm
Chemical poly Ethylene Terephthalate frome dimethyl Terephthalate (DMT) and
composition Ethylene Glycol (EG)
—— Polyester short staple fibers are mainly used in the spinning of 100%
Application : 2 ; .
polyester fibers or their blends with cotton or viscose.

Properties Table :

; Crimps per Cut Length
Titer Tenacity Elongation. 10er
Den CN/Den % No mm
1:261:0: 07 Min 4.5 2515 3614 382 .5
513
64+3.5
Staple bale weight (kg) 300t18 Kg
Staple bale dimensions 122*62*105(cm)

Note :
1-All values based on polyacryl lab. Test methods.
2-These values give a general indication and arc subject to change depending on th=

modification of the process and the use of the material.
Adress:45Km, Isfahan-mobarakeh Road, Isfahan- Iran
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